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 α°  α° 

 Control handle

Maximum displacement 
position

Maximum displacement 
position

Serrated shaft

Zero displacement 
position

 
1
3
4
 

 
1
3
4
 

 195 

 
1
8
9
 

 
1
2
3
 

 15 

 143.4 

 99.5 

8
 Control handle

 161.93 

 
1
6
7
.
7
 

 143.4 

 139.7 

 
1
3
9
.
5
 

Control handle spline shaft data：

1/4-20 UNC-2A

Diametrical pitch：64/128

Radial angle varibale：64

Standard:SAE 1963

OD:9.5 0.05

Teeth:24

RL

 128.7 

 128.7 

 
1
1
9
 

 
1
1
9
 

 
7
7
.
3
 

 
6
5
.
4
 

 
7
7
.
3
 

 96  96 

 
2
1
5
.
3
7
 

 115.5 

 18.5 

Port“B”

Port“B”

Oil suction port“S”

Leakage port L1

Leakage port L2

Pressure tap M

Pressure tap-
servo cylinder pressure(both sides)

 
1
2
7
 

 27.8 

 
5
7
.
2
 

 118 

 194.6 

 270 

 90 

 127 

 12.5 

 56 

 7/16-14 UNF-2B 

 20.2 

 29 

 388 

 43.7 

Low pressure relief valve

High pressure port“B”

Oil replenishment pressure test port "M"

HPV110/130-MA-R/L-23

C D

  

表面处理工艺：表面磷化→清洗去油→喷底漆→喷面漆(RAL9005)

HPV110/130-MA-R/L-23

87.5

Leakage port L1

锥轴参数

螺纹规格 1-20 UNEF-2B

轴锥度 1:8

键槽深度 11.2+0.1

扳手 38

技术要求

最大工作压力 42Mpa

最大转速 2800r/min

额定工作压力 30Mpa

工作压力流量 ＞250/290L/min

使用寿命 系统油液清洁度正常情况下，寿命
大于10年

传动轴渐开线花键参数 排量 补油压力 补油排量 油口A和B 油口L1和L2 油口S 油口M

齿数 Z 23

110/130  
ml/r

1.6-1.8 
Mpa 28

M12              
深度：25mm

7/8-14 UNF-2B 7/16-20 UNF-2B径节 M 16/32 A6         
mm[in]

A7         
mm[in]压力角 a   30°

分度圆直径 D 36.52 57.2 27.8

EP
Electric 

Propprtional servo 
control

HS Hydraulic servo 
control

Propeller shaft spline Displacement
Oil 

suction 
pressure

Oil suction 
displacement Ports A、B Ports 

L1、L2 Port S Port M

Teeth Z 23

110/130     
ml/r

1.6-1.8 
Mpa 28

M12-7H              
Depth：25mm

7/8-14 UNF-2B 7/16-20 UNF-2B

Radial pitch M 16/32
A6         

mm[in]
A7         

mm[in]Pressure 
angle a   30°

Dividing 
circle 
diameter

D 36.52 57.2 27.8

Pump rotation 
direction

Control 
handle
Rotation 
direction

Pressure port
Outbound

Pressure port
enter

Clockwise    
（R）

C A B
D B A

Counterclockwise 
（L）

C B A
D A B

technical requirement
Minimum speed 500r/min
maximum speed 2700r/min
Rated working 

pressure
30Mpa

Maximum working 
pressure

42Mpa

Proportion

山东兰徳液压精工有限公司

A A

B B

C C

D D

E E

F F

8

8

7

7

6

6

5

5

4

4

3

3

2

2

1

1

Weight(kg)

Product name

Product model

山东兰徳液压精工有限公司

Shangdong Highland Hydraulic Seiko Co.,Ltd
1:5

Closed axial piston pump

Date
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